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DS-FESTOON-41-EN / 07.04.2022

FESTOON SYSTEM

LINE 41

30602001/4
30602061 - stainless steel
C-rail bar

30602002
30602065 - stainless steel
Joint unit

30602034
30602062 - stainless steel
Double joint unit

30602003
30602063 - stainless steel
Wall fixing bracket

30602004
Ceiling fixing bracket

30602038
30602068 - stainless steel
Line end stop

30602091
30602067 - stainless steel
Towing trolley for flat cable (saddle: 
68 mm, excursion: 30 mm)

30602086
Trolley for flat cable (saddle: 68 
mm, excursion: 30 mm)

30602069
30602064 - stainless steel
Trolley for flat cable  (saddle: 55 
mm, excursion: 25 mm)

30602070
Trolley for flat cable  (saddle: 76 
mm, excursion: 25 mm)

30602044
Swinging trolley for round 
cable (Ø 10...25 mm)

30607025
Additional saddle for swinging trolley 
for round cable (Ø 10...25 mm)

30602045
Swinging trolley for round 
cable (Ø 26...40 mm)

30607026
Additional saddle for swinging trolley 
for round cable (Ø 26...40 mm)

30602071
30602066 - stainless steel
Head clamp (saddle: 55 mm, 
excursion: 30 mm)

30602072
Head clamp (saddle: 76 mm, 
excursion: 30 mm)

30602020
Trolley without plug / socket 
(saddle: 68 mm, excursion: 30 mm)

30602041
Trolley with 16 poles socket 
(saddle: 68 mm, excursion: 30 mm)

30602042
Trolley with 24 poles socket 
(saddle: 68 mm, excursion: 30 mm)

30602043
Trolley without plug / socket 
(saddle: 68 mm, excursion: 30 mm)

- Bar height: 41 mm
- Load capacity: 140 kg/m
- Galvanized steel 

(stainless steel version where indicated)
- Suitable for flat and round cables
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30602001/4

DS-30602001-4-EN / 07.04.2022

C-RAIL BAR

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

L

20

56

39

Material galvanized steel
Standard length L 4 m
Thickness 1.5 mm
Weight ~2.0 kg/m

Standard 90° curve 30602054
Radius 1500 mm
Weight ~1.2 kg

Custom curved bars available on request
(minimum radius 1500 mm)



3 / 30GIOVENZANA INTERNATIONAL B.V. - DS-FESTOON-41-EN / 07.04.2022 

Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

1 / 1Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice.
This document cannot therefore be considered a contract with third parties.

EN
datasheet

30602061

DS-30602061-EN / 07.04.2022

INOX C-RAIL BAR

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

L

20

56

39

Material stainless steel
Standard length L 3 m
Thickness 1.5 mm
Weight ~1.7 kg/m
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 30602002

DS-30602002-EN / 07.04.2022

JOINT UNIT

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

3085

54

Ø 4.5

63

46
40

Material galvanized steel
Thickness 3 mm
Weight ~335 g
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30602065

DS-30602065-EN / 07.04.2022

INOX JOINT UNIT

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

3085

54

Ø 4.5

63

46
40

Material stainless steel
Thickness 3 mm
Weight ~335 g
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30602034

DS-30602034-EN / 07.04.2022

DOUBLE JOINT UNIT

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

30170

55 5534

Ø 4.5

63

46
40

Material galvanized steel
Thickness 3 mm
Weight ~680 g
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30602062

DS-30602062-EN / 07.04.2022

INOX DOUBLE JOINT UNIT

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

30170

55 5534

Ø 4.5

63

46
40

Material stainless steel
Thickness 3 mm
Weight ~680 g
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30602003

DS-30602003-EN / 07.04.2022

WALL FIXING BRACKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material galvanized steel
Thickness 2.5 mm
Weight ~180 g 60

Ø 13
85

.5
40
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30602063

DS-30602063-EN / 07.04.2022

INOX WALL FIXING BRACKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material stainless steel
Thickness 2.5 mm
Weight ~180 g 60

Ø 13
85

.5
40
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30602004

DS-30602004-EN / 07.04.2022

CEILING FIXING BRACKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

107

64

Ø 13

Ø 13
94

40

Material galvanized steel
Weight ~260 g
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30602038

DS-30602038-EN / 07.04.2022

LINE END STOP

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

39.5

73.5

44
29

M6×25

Material body
hardware

nylon
galvanized steel

Weight ~70 g
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30602068

DS-30602068-EN / 07.04.2022

INOX LINE END STOP

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

39.5

73.5

44
29

M6×25

Material body
hardware

nylon
stainless steel

Weight ~65 g
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30602091

DS-30602091-EN / 07.04.2022

TOWING TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material body
hardware
rollers
separator

galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~870 g
Saddle 68 mm
Excursion 30 mm

45 46

90

6248

18
1

96

Ø32

M6×16

M6×50
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30602067

DS-30602067-EN / 07.04.2022

INOX TOWING TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material body
hardware
rollers
separator

stainless steel
stainless steel
covered ball bearings
thermoplastic

Weight ~650 g
Saddle 68 mm
Excursion 30 mm

45 46

90

6248

18
1

96

Ø32

M6×16

M6×50
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30602086

DS-30602086-EN / 07.04.2022

TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

45 46

340

6848

10
0.

5
95

Ø32

M6×50

Material body
hardware
rollers
separator

galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~565 g
Saddle 68 mm
Excursion 30 mm
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30602069

DS-30602069-EN / 07.04.2022

TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

45.5 45

5567

13
9.

5
75

M6×70

Ø33

Material body
hardware
rollers

nylon
galvanized steel
covered ball bearings

Weight ~220 g
Saddle 55 mm
Excursion 25 mm
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30602064

DS-30602064-EN / 07.04.2022

INOX TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

45.5 45

5567

13
9.

5
75

M6×70

Ø33

Material body
hardware
rollers

nylon
stainless steel
covered ball bearings

Weight ~220 g
Saddle 55 mm
Excursion 25 mm
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30602070

DS-30602070-EN / 07.04.2022

TROLLEY FOR FLAT CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material body
hardware
rollers

nylon
galvanized steel
covered ball bearings

Weight ~245 g
Saddle 76 mm
Excursion 25 mm

45.5 45

7667

13
9.

5
96

M6×70

Ø33
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30602044

DS-30602044-EN / 07.04.2022

SWINGING TROLLEY FOR ROUND CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

45 46

18.595

13
0

95

Ø32

M5×35

Material body
hardware
rollers
cable support

galvanized steel
galvanized steel
covered ball bearings
nylon

Weight ~570 g
Cable Ø 10...25 mm



20 / 30GIOVENZANA INTERNATIONAL B.V. - DS-FESTOON-41-EN / 07.04.2022 

Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

1 / 1Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice.
This document cannot therefore be considered a contract with third parties.

EN
datasheet

30607025

DS-30607025-EN / 07.04.2022

ADDITIONAL SADDLE FOR SWINGING TROLLEY FOR 
ROUND CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 30
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

18.595

60
65

M5×35

M6

Material body
hardware

nylon
galvanized steel

Weight ~80 g
Cable Ø 10...25 mm



21 / 30GIOVENZANA INTERNATIONAL B.V. - DS-FESTOON-41-EN / 07.04.2022 

Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

1 / 1Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice.
This document cannot therefore be considered a contract with third parties.

EN
datasheet

30602045

DS-30602045-EN / 07.04.2022

SWINGING TROLLEY FOR ROUND CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material body
hardware
rollers
cable support

galvanized steel
galvanized steel
covered ball bearings
nylon

Weight ~570 g
Cable Ø 26...40 mm

45 46

14
0

95

Ø32

M5×45

24.5110
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30607026

DS-30607026-EN / 07.04.2022

ADDITIONAL SADDLE FOR SWINGING TROLLEY FOR 
ROUND CABLE

The product is installed in these energy 
transmission lines:
Festoon System Line 30
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

24.5110

70
.3

65

M5×45

M6

Material body
hardware

nylon
galvanized steel

Weight ~80 g
Cable Ø 26...40 mm



23 / 30GIOVENZANA INTERNATIONAL B.V. - DS-FESTOON-41-EN / 07.04.2022 

Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

1 / 1Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice.
This document cannot therefore be considered a contract with third parties.

EN
datasheet

30602071

DS-30602071-EN / 07.04.2022

HEAD CLAMP

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

39.5 44

5567

10
3

75

M6×70

M6×25

Material body
hardware

nylon
galvanized steel

Weight ~170 g
Saddle 55 mm
Excursion 30 mm
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30602066

DS-30602066-EN / 07.04.2022

INOX HEAD CLAMP

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

39.5 44

5567

10
3

75

M6×70

M6×25

Material body
hardware

nylon
stainless steel

Weight ~170 g
Saddle 55 mm
Excursion 30 mm
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30602072

DS-30602072-EN / 07.04.2022

HEAD CLAMP

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Dimensions in mm / illustrations NOT in scale

Material body
hardware

nylon
galvanized steel

Weight ~195 g
Saddle 76 mm
Excursion 30 mm

39.5 44

7667

10
3

96

M6×70

M6×25
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30602020

DS-30602020-EN / 07.04.2022

TROLLEY WITHOUT PLUG / SOCKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

Di
m

en
si

on
s 

in
 m

m
 / 

ill
us

tra
tio

ns
 N

O
T 

in
 s

ca
le

266

96

19
1

Material body
hardware
rollers
separator

galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~1.8 kg
Saddle 68 mm
Excursion 30 mm
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30602041

DS-30602041-EN / 07.04.2022

TROLLEY WITH 16 POLES SOCKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS

300

11
0

40
6

26
2

Material body
hardware
rollers
separator

galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~2.75 kg
Saddle 68 mm
Excursion 30 mm
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30602042

DS-30602042-EN / 07.04.2022

TROLLEY WITH 24 POLES SOCKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS
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galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~2.9 kg
Saddle 68 mm
Excursion 30 mm
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Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

1 / 1Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice.
This document cannot therefore be considered a contract with third parties.
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30602043

DS-30602043-EN / 07.04.2022

TROLLEY WITHOUT PLUG / SOCKET

The product is installed in these energy 
transmission lines:
Festoon System Line 41

Please find the relevant reference 
guides on our instruction manuals page:

https://www.giovenzana.com/leaflets/

INSTRUCTION 
MANUALS
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Material body
hardware
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separator

galvanized steel
galvanized steel
covered ball bearings
thermoplastic

Weight ~2 kg
Saddle 68 mm
Excursion 30 mm
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