GIOVENZANA
INTERNATIONAL B.V.

Strawinskylaan 1105
1077 XX Amsterdam, The Netherlands

DS-RM40-RM70-RM100-RM140-EN / 05.04.2022

EN

datasheet

The product is installed in these energy

SUNRR INSTRUCTION !
transmission lines:

|
| MANUALS |
TR85H5P continuous : [w] =5 [=] :
| |
Please find the relevant reference : El ; :
| |

guides on our instruction manuals page: !

https://www.giovenzana.com/leaflets/

RM40 / RM70

RM100 / RM140

CONDUCTORS
i \ \ \
i \ \ \
i \ \ \
| H L R N [ AN A EOR | I N IR
a3 } = | = | a3 | @
| | | | 2
| | | | o
| | | | c
. o
o
0.6 L5 2 =)
o
RM40 RM70 RM100 RM140 -
RM40 RM70 RM100 RM140
Material ETP copper ETP copper ETP copper ETP copper
Rated current 23°C 40 A 70 A 100 A 140 A
Rated operating voltage Ue 600 V AC 600 V AC 600 V AC 600 V AC
Frequency 50 Hz 50 Hz 50 Hz 50 Hz
Short circuit current 10 kKA 10 kA 10 kKA 10 kA
Class gG fuses 40 A 70 A 100 A 140 A
Conductors section 9.3 mm? 15.5 mm? 23.25 mm?2 31 mm?2
15.5x 0.6 mm 15.5x 1T mm 15.5x 1.5mm 15.5x2 mm
Resistance 18.27-10*Q/m  10.96-104Q/m  7.83-10* Q/m 5.48-10* Q/m
Impendence 18.36-10*Q/m 11.01-104Q/m  7.87-10* Q/m 5.55:10%* Q/m
Weight ~85g/m ~140 g/m ~215 g/m ~275g/m
Possible configurations
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Giovenzana International B.V. reserves the right to change the features and data shown in this document at any time and without notice. 1/1

This document cannot therefore be considered a contract with third parties.



