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GIOVENZANA INTERNATIONAL B V E305585

STRAWINSKYLAAN 1105

1077 XX AMSTERDAM, THE NETHERLANDS

Investigated to ANSI/UL 508

Contact blocks Model(s) GW02, GW20, GX11, GY11, GZ02, GZ11, PSC01, PSC10

Indicators Model(s) PLML1L110, PLML1L12, PLML1L220, PLML1L24, PLML2L110, PLML2L12, PLML2L220, PLML2L24, PLML2L380,

PLML2L48, PLML3L110, PLML3L230, PLML3L24, PLML3L48, PLML4L110, PLML4L12, PLML4L220, PLML4L24, PLML5L110, PLML5L12,

PLML5L220, PLML5L230, PLML5L24, PLML5L48

Lampholders Model(s) PSC, followed by AD, 1L, 2L or 5L may be followed by 12, 24, 48, 110 or 220.

Limit Switch Model(s) FCT followed M, followed by L or V, followed by 01, 02, 03, 04, 05, 06, 07, 08, 09, 10, followed by X11, Z11,

maybe followed by D, N.

Marking: Company name or tradename "E305585" or trademark  and model designation.
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been

manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and

covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.

The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their

entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from
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